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USING THE DUMP MODE TO EMPTY THE HOPPER ON OLD SINGLE AND DOUBLE BOARDS
Open the cabinet door.
Turn OFF the POWER switch.
Place a suitable container in front of the hopper to catch the coins.
Press and hold the “DUMP” button on the upper left corner of the Main Logic Board. Turn ON the Power switch.
The red LED on the main logic board will come on then go off. Once the red LED goes off, release the “DUMP”
button. If it is not released within two seconds, the “DUMP” mode is canceled as a security feature. The hopper
will dispense coins until the POWER switch is turned OFF. If the Red LED on the Main Logic Board is not
flashing 3-5 times per second the dump mode was not accessed. Please try again.

Using the DUMP Feature on the Universal Board: The following will work only if the
Dump feature is enabled in the ‘Dump’ menu.
1. Open the changer door to give access to the MLB and the hopper(s).
2. Place a suitable container in front of the hopper to catch the dispensed coins. On rear load
models, the coins may have to be scooped out of the coin cup as they are being ejected.
3. On the Main Logic Board, press and hold buttons #1 and #2 (Up and Down)
simultaneously, until the hopper(s) begin to dispense their contents. They should only
need to be held down for a few seconds.
4. Once the hopper(s) are emptying, they will continue to run until manually stopped by
pressing the Select (SEL) button on the MLB. They may be stopped at any time, or allowed
to run until empty.
5. A count of the number of coins being dispensed by each is displayed on the LCD display. If
the hoppers are completely emptied, this count will show how many coins were in each
before dumping commenced.

